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ITEM NUMBERS & BARCODES
ITEM # DIOPTER FRAME COLOR LENS COLOR & COATING EACH BOX CASE

250-AN-11115 +1.50 Black Clear, Anti-Scratch/Anti-Fog 616314267352 01616314267351 02616314267350

250-AN-11120 +2.00 Black Clear, Anti-Scratch/Anti-Fog 616314267369 01616314267368 02616314267367

250-AN-11125 +2.50 Black Clear, Anti-Scratch/Anti-Fog 616314267376 01616314267375 02616314267374

DESCRIPTION
•  Wraparound temples with rubberized tips 

gently grip the wearer’s head
•       Lightweight, semi-rimless design provides all 

day user comfort
•  Sleek, sporty style with wraparound lens 

protection
•     Bayonet temples with flexible rubber tips offer 

a comfortable, secure fit
•     Soft rubber nose pads help keep the glasses 

in place
• Supplied with an adjustable neck cord
•  Reading magnifier to match the reading 

power of your personal glasses
•     Meets ANSI Z87.1-2015 standards

TECHNICAL DATA
LENS
TYPE Dual

MATERIAL Polycarbonate 99.99% UVA UVB 
Light Absorption

THICKNESS 2.3 mm

BASE CURVE 8.5

FRAME
DESIGN Semi-Rimless

MATERIAL Nylon

SAFETY STANDARDS
ANSI Z87.1+2015 Yes

PACKAGING
PACKAGING 1 pair per polybag 

6 pair per inner box, 72 pair per case

CASE SIZE 48cm x 22cm x 38cm
19" x 9" x 15"

CASE WEIGHT 8.8 lbs / 4 kg

SINGLE PAIR WEIGHT 0.98 oz. / 27.9 g

COUNTRY OF ORIGIN Taiwan

MEETS ANSI 
Z87.1+

UPC BARCODES

ANSER READERS

SEMI-RIMLESS

HELPS PROVIDE PROTECTION FROM 
PROJECTILES AND IMPACT IN GENERAL 
USE APPLICATIONS.


