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PIP® TOP GRAIN GOATSKIN LEATHER 
MIG TIG WELDER’S GLOVE WITH 
KEVLAR® STITCHING
•  Top Grain Goatskin leather construction is the softest, most 

abrasion-resistant leather and is highly recommended for 
applications requiring tactile sensitivity

•  Top Grain leather is smooth, provides durability and dexterity
•  Gunn cut pattern delivers excellent durability, wear and comfort, 

especially for heavier gloves
•  Wing thumb increases comfort in open-handed work
•  Stitched with Kevlar® adding strength and burn resistance
•  Leather slip-on cuff allows for easy on and off

APPLICATIONS
• Mig Tig welding
• Automotive assembly

TECHNICAL DATA
MATERIAL Goatskin leather

CONSTRUCTION 100% leather

COLOR  Gray

CUFF STYLE Leather split cuff

SIZES XS - XL

PACKAGING 12 pair per dozen; 10 dozen per case

CASE 20.5” x 11.8” x 12.6” / 52cm x 30cm x 32cm

CASE WEIGHT 
(lbs / kg)

XS S M L XL

28.4 / 12.9 29.7 / 13.5 32.2 / 14.6 34.3 / 15.6 35.7 / 16.2

COO Pakistan
 
BARCODES

ITEM PAIR PACK CASE

 75-4854/XS --- 01616314167231 02616314167230

 75-4854/S --- 01616314009204 02616314009204

 75-4854/M --- 01616314009211 02616314009211

 75-4854/L --- 01616314009228 02616314009228

 75-4854/XL --- 01616314009235 02616314009235

DIMENSIONS (in/cm)

XS S M L XL

A 10.3/26.2 10.6 / 27.0 11.6 / 29.5 11.8 / 30.0 12.0 / 30.5

B 3.9/9.9 4.1 / 10.5 4.7 / 12.0 4.9 / 12.5 5.1 / 13.0

C 4.0/10.2 4.0 / 10.2 4.0 / 10.2 4.0 / 10.2 4.0 / 10.2

Leather Thickness 0.9 - 1 mm
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