SPEGIFICATION SHEET

75-4904

TOP GRAIN GOATSKIN LEATHER
MIG TIG WELDER’S GLOVE WITH
LEATHER SLIP-ON CUFF

* Top Grain goatskin leather construction provides comfort, durability,
excellent abrasion resistance, and breathability

* Top Grain leather is smooth, provides durability and dexterity

* Clute pattern delivers excellent durability, wear and comfort

* Wing thumb increases comfort in open-handed work

* Leather band top cuff helps protect wrist area and allows for easy
on and off

APPLICATIONS

* Mig tig welding
» Automotive assembly

TECHNICAL DATA

MATERIAL Goatskin leather
WG] 100% Leather
COLOR Natural
CUFF STYLE Band top cuff
SIZES S-XL
PACKAGING 12 pair per dozen, 10 dozen per case
CASE bt o
DIMENSIONS 19.7” x 11.0” x 11.8” / 50cm x 28cm x 30cm
CASE WEIGHT N M L XL
22.9 Ibs 231 Ibs 238 Ibs 240 Ibs
104k 105k 108k 109k
P ! ! ! DIMENSIONS (i/en)
BARCODES 93/235 97/245 100/255 104/265
R
75-4904/8 616314009167 | 01616314009167 | 0261631009167 sl i S i
75-4904/M 616314009174 | 0161631400917 | 02616314009174 Leather Thickness 1.1/ Size Tolerance .Bcm
75-4904/L 616314009181 | 01616314009181 | 02616314009181 T
75-4904/XL 616314009198 | 01616314009198 | 02616314009198
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